**Subject:** Hot Work

**Date:** December 3, 2010

1. By definition, if an activity produces flames or sparks, it is considered hot work.
   
   A. True  
   B. False

2. Smoke from hot work operations may contain hazardous constituents such as:
   
   A. Carbon monoxide  
   B. Lead  
   C. Cadmium  
   D. Any of the above

3. Watching arc welding operations may not cause eye injury as long as you are watching for a brief moment.
   
   A. True  
   B. False

4. Fire watches are required during hot works if combustible materials are closer than _____ to the point of operation.
   
   A. 25 feet  
   B. 30 feet  
   C. 35 feet  
   D. 40 feet

5. If you have fire watch responsibilities, you are to remain at the hot work site at least _____ minutes after the work is done.
   
   A. 0  
   B. 10  
   C. 60  
   D. 30
6. A permit-authorizing individual (PAI) is designated by management to authorize hot work.
   A. True
   B. False

7. What size of B and C, or ABC, fire extinguisher is required when performing hot work?
   A. 5
   B. 10
   C. 15
   D. 20

8. When performing hot works in confined spaces, employees need to refer to the Confined Space Program for ______ requirements.
   A. Compressed gas
   B. Ventilation
   C. Fall protection
   D. Kansas City Barbeque Society

9. Hot Work requirements are the same at every work site.
   A. True
   B. False

10. Before welding or cutting closed containers, such as barrels, or pipelines what must be verified?
    A. The container or pipeline contains explosive vapors.
    B. The container or pipeline does not contain corrosive vapors.
    C. The container or pipeline does not contain explosive vapors.
    D. The container or pipeline does not contain water vapors.